Application of Entropy Concept for Shear Stress Distribution in Laminar Pipe Flow

Yeon Moon Choo (1), Tai Ho Choo (2), Donghwi Jung (3), Yun Gwan Seon (4), and Joong Hoon Kim (5)

(1) Sch. of Civil, Environmental & Architecture Engineering, College of Engineering, Korea Univ., Seoul, Republic of South Korea (chooyean@naver.com), (2) Dept. of Civil & Environmental Engineering, College of Engineering, Pusan National Univ., Pusan, Republic of South Korea (thchoo@pusan.ac.kr), (3) Research Center for Disaster Prevention Science and Technology, Korea Univ., Seoul, Republic of South Korea (donghwiku@gmail.com), (4) Dept. of Civil & Environmental Engineering, College of Engineering, Pusan National Univ., Pusan, Republic of South Korea (soulcooler@hanmail.net), (5) Sch. of Civil, Environmental & Architecture Engineering, College of Engineering, Korea Univ., Seoul, Republic of South Korea (jaykim@korea.ac.kr)

In the river fluid mechanics, shear stress is calculated from frictional force caused by viscosity and fluctuating velocity. Traditional shear stress distribution equations have been widely used because of their simplicity. However, they have a critical limitation of requiring energy gradient which is generally difficult to estimate in practice. Especially, measuring velocity/velocity gradient on the boundary layer is difficult in practice. It requires point velocity throughout the entire cross section to calculate velocity gradient. This study proposes shear stress distribution equations for laminar flow based on entropy theory using mean velocity and entropy coefficient. The proposed equations are demonstrated and compared with measured shear stress distribution using Nikuradse’s data. Results showed that the coefficient of determination is around 0.99 indicating that the proposed method well describes the true shear stress distribution. Therefore, it was proved that shear stress distribution can be easily and accurately estimated by using the proposed equations.

(This research was supported by a grant(13AWMP-B066744-01) from Advanced Water Management Research Program funded by Ministry of Land, Infrastructure and Transport of Korean Government)