The Electric Field Instrument (EFI) on board Swarm: update on the data quality and instrument status

Raffaella D’Amicis (1), William Archer (2), Stephan Buchert (3), Johnathan Burchill (2), Richard Enck (4), Rune Floberghagen (1), Matthias Forster (5), Levan Lomidze (2), David Knudsen (2), Thomas Nilsson (3), and Pierre Vogel (6)

(1) ESA Esrin, Frascati, IT, (2) University of Calgary, Calgary, CA, (3) IRF, Uppsala, SE, (4) Torr Scientific, Bexhill-on-Sea, UK, (5) GFZ, Postdam, DE, (6) ESA Estec, Noordwijk, NL

This poster will give an overview of the Electric Field Instrument (EFI) on board Swarm after four years operations focusing in particular on the most significant activities performed to support payload investigations to improve science quality.

The Electric Field Instrument (EFI) on board Swarm on each of the three-spacecraft consists of two instruments: two Langmuir Probes (LP) and two Thermal Ion Imagers (TII). The LPs measure the electron density and temperature in the ionosphere and the spacecraft potential which is auxiliary to the data processing of the TII instrument. The TII is dedicated to measure the velocity and temperature of the bulk O+ distribution in the ionosphere, and to infer the ionospheric Electric field.

Data validation activities and results are presented along with several tests run in-orbit to improve data quality.