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AFM-IR as a tool to detect nanoplastic particles in aerosols
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Whereas the presence of microplastic particles (1µm – 1mm) have been documented all around

the globe, the evidence for plastic particles in the submicrometer size range (<1µm) and especially

in the nano size range (NPs<100nm) falls short.
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This is, on the one hand, related to the lack of

suitable sampling methods which allow a representative collection of plastic particles in the

respective size range and, on the other hand, to the lack of analytical techniques providing

sufficient lateral resolution and chemical specificity. The lateral resolution of commonly used

vibrational spectroscopy methods such as infrared (IR) or Raman spectroscopy are diffraction

limited to a few micrometers (IR) or slightly below 1µm (Raman) and are therefore not suitable for

the analysis of submicron or nano sized plastic particles. Thus, other methods, either using shorter

wavelengths (e.g. electron microscopy) or relying on non-optical effects (e.g., atomic force

microscopy (AFM)) have to be used. In this study, we assessed the potential of AFM-IR to detect

and quantify submicron and nanoscale plastic particles. We evaluated different substates for their

suitability to conduct AFM-IR analysis and found silicon (Si) wafers most suitable. Other substrates

such as mica were well suited to image particles using the AFM but led to artefacts or high

background contributions during AFM-IR analysis. Size detection limits depended on the polymer

types and were as low as 80nm for polystyrene.

Synthetic aerosols containing major particulate components of the urban atmosphere including

photochemically aged soot, organic compounds, geogenic dust and salts were collected using an

electrostatic sampling device. This approach allowed a representative collection of individual

aerosol particles directly on laser cut Si wafers with a diameter of 3mm.
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AFM-IR analysis of

individual particles demonstrated the high specificity of the method and allowed identifying the

different particle and polymer types in complex (aerosol) mixtures. After removing water soluble

compounds such as salts in an initial washing step, particles collected electrostatically from the

urban atmosphere were dominated by soot, whereas NPs were not detected. Based on our

dataset, the maximum possible atmospheric concentration of NPs in the analyzed air sample was

estimated at 9 NPs per cm
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. Future studies will be dedicated to a selective enrichment of NPs to



further constrain the concentration of NPs in ambient air.
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